Date 19/12/2022

Blackwood Engineering - Externals

561180-LC-RO

x
=
o
<
[a)
<
=
2
°
9]
o
©
9]
bt
)



Blackwood Engineering - Externals

Content
Cover PAGE vt 1
Content ....................................................................................... 2
CONTACES « « v v v v ot e e e e e e et e e e 3
Images ....................................................................................... 4

Blackwood Engineering

Calculation objects / Light SCRNE T v vt vt 5
Main Car Park / Light scene 1/ Perpendicular illuminance -« -« e 8
Picnic Area / Light scene 1/ Perpendicular illuminance -« -« «--vveee 9
Service Yard/Lorry Turning Bay / Light scene 1/ Perpendicular illuminance -« -+ ovveeeoiineenn 10
Building Perimeter / Light scene 1/ Perpendicular illuminance -« ----ovveeein e I
Building Perimeter / Light scene 1/ Perpendicular illuminance -« «cvoovvee e 12
Open Canopy / Light scene 1 / Perpendicular illuminance -« -« oveeeeiie e 13
Waste Area / Light scene 1/ Perpendicular illuminance -« -« - 14
Residential Spill lighting / Light scene 1/ Perpendicular illuminance -« 15
Residential Spill lighting / Light scene 1/ Perpendicular illuminance -« oovveeeiieene 16
Residential Spill lighting / Light scene 1/ Perpendicular illuminance -« oovveeein 17
Residential Spill lighting / Light scene 1/ Perpendicular illuminance -« oovveeeine 18

Residential Spill lighting / Light scene 1/ Perpendicular illuminance -« ovveeeiieen 19



Blackwood Engineering - Externals

Contacts

Tharlux

Lighting Sales Support Engin...
Jonathan Sheriff

Thorlux Lighting Ltd.
Merse Road

North Moons Moat
Redditch

B98 9HH

T +44 (0)7778074911
F+44(0)1527 584177
jonathan.sheriff@thorlux.co.uk

Thorilux



Blackwood Engineering - Externals

Images

Blackwood Engineering (23)

Blackwood Engineering (24)

Blackwood Engineering (25)

Thorilux




TL

Blackwood Engineering - Externals

Blackwood Engineering

Calculation objects




Blackwood Engineering - Externals

Blackwood Engineering
Calculation objects

Calculation surfaces

Thorilux

Properties E Emin Emax g1 92 Index
Main Car Park 127 Ix 4.48 Ix 57.5 Ix 0.35 0.078
Perpendicular illuminance

Height: 0.000 m

Picnic Area 16.1Ix 4.90 Ix 40.4 Ix 030 0.12
Perpendicular illuminance

Height: 0.000 m

Service Yard/Lorry Turning Bay 487 Ix 252 Ix 151 Ix 0.52 0.17
Perpendicular illuminance

Height: 0.000 m

Building Perimeter 18.0 I 5.30 Ix 43.2 Ix 0.29 0.12
Perpendicular illuminance

Height: 0.000 m

Building Perimeter 15.9 Ix 1.76 Ix 75.6 Ix 0.11 0.023
Perpendicular illuminance

Height: 0.000 m

Open Canopy 213 Ix 113 Ix 263 Ix 0.53 043 CG6
Perpendicular illuminance

Height: 0.000 m

Waste Area 29.3 Ix 17.8 Ix 58.0 Ix 0.61 0.31 CG7
Perpendicular illuminance

Height: 0.000 m

Residential Spill lighting 0.57 Ix 0.023 Ix 7.52 Ix 0.040 0.003 CcG8
Perpendicular illuminance

Height: 5.000 m

Residential Spill lighting 0.15 Ix 0.001 Ix 1.97 Ix 0.007 0.001 CG9
Perpendicular illuminance

Height: 5.000 m

Residential Spill lighting 1.58 Ix 0.013 Ix 6.34 Ix 0.008 0.002 CG10
Perpendicular illuminance

Height: 5.000 m

Residential Spill lighting 0.77 Ix 0.004 Ix 3.27 Ix 0.005 0.001 CG11

Perpendicular illuminance
Height: 5.000 m
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Blackwood Engineering
Calculation objects

Residential Spill lighting 0.11 Ix 0.008 Ix 0.67 Ix 0.073 0.012 CG12
Perpendicular illuminance
Height: 5.000 m

Building Perimeter 15.4 Ix 0.14 Ix 27.2 Ix 0.009 0.005 CG13
Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering
Main Car Park

@ Thorlux
Lighting
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Emax g1

Main Car Park
Perpendicular illuminance
Height: 0.000 m

12.7 Ix 4.48 Ix

57.5 Ix 0.35

Utilization profile: DIALux presetting, Standard (outdoor transportation area)



Blackwood Engineering - Externals Tharlux

Blackwood Engineering

Picnic Area

\\\;
Properties E Emin Emax g g2 Index
Picnic Area 16.1 Ix 4.90 Ix 40.4 Ix 0.30 0.12

Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering

Service Yard/Lorry Turning Bay

Properties E Emin Emax g1 g2 Index
Service Yard/Lorry Turning Bay 487 Ix 252 Ix 157 Ix 0.52 0.17

Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering
Building Perimeter

\

Properties E Emin Emax g1 02 Index
Building Perimeter 18.0 Ix 5.30 Ix 432 Ix 0.29 0.12

Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering
Building Perimeter
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Properties E Emin Ermax g1 g2 Index
Building Perimeter 15.9 Ix 1.76 Ix 75.6 Ix 0.11 0.023

Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Open Canopy

Properties E Ermin

Emax

g1

g2

Thorilux
Lighting

Index

Open Canopy 213 Ix 113 Ix
Perpendicular illuminance
Height: 0.000 m

263 Ix

0.53

0.43

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering
Waste Area

iz i iy

V129527428 76
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Properties E Emin Emax g1 02 Index
Waste Area 29.3 Ix 17.8 Ix 58.0 Ix 0.61 0.31

Perpendicular illuminance
Height: 0.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering

Residential Spill lighting
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Properties E Emin Emax g1 92 Index
Residential Spill lighting 0.57 Ix 0.023 Ix 7.52 Ix 0.040 0.003

Perpendicular illuminance
Height: 5.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering

Residential Spill lighting
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Properties E Emin Emax gn o]

Residential Spill lighting 0.15 Ix 0.001 Ix 1.97 Ix 0.007 0.001
Perpendicular illuminance
Height: 5.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Residential Spill lighting
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Thorilux

Properties E Emin Emax g g2 Index
Residential Spill lighting 1.58 Ix 0.013 Ix 6.34 Ix 0.008 0.002 CG10

Perpendicular illuminance
Height: 5.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering

Residential Spill lighting

J0.24 ,0.29 ,0.13 ,0.2E

= == = =

,0.42 ,0.32 ,0.33 J0.11 ,0.45 ,0.41 ,0.32 ,0.46

I .DEE+D./IE +E|.ZQ s 31 = I
s
3
Properties E Emin Emax g g2 Index
Residential Spill lighting 0.77 Ix 0.004 Ix 3.27 Ix 0.005 0.001 CG11

Perpendicular illuminance
Height: 5.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)
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Blackwood Engineering

Residential Spill lighting
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Properties E Emin Emax g g2 Index

Residential Spill lighting 0.11 Ix 0.008 Ix 0.67 Ix 0.073 0.012 CG12

Perpendicular illuminance
Height: 5.000 m

Utilization profile: DIALux presetting, Standard (outdoor transportation area)



